
 Units CNC HBM -130 
Spindle 
Spindle Dia  
Spindle Speed 

 
mm 
rpm 

 
130 

25-2500 
Spindle Taper - BT – 50 
Spindle Power 
Travel 
X –Axis Table Cross Travel 

Kw 
 
mm 

22/30 
 

2000 
Y –Axis Headstock Vertical Travel mm 2000 
Z–Axis Column Long Travel 
W–Axis Spindle Travel 

mm 
mm 

1400 
700 

Table 
Rotary Table (B – Axis) Degree / Resolution 360°(0.001°) 
Rotary Table Size 
Table Rotation Speed 
No of T Slot / Size  

Mm 
rpm 

2000 X 2000 
1.5 

9/28 
Feed 
Rapid Feed X Y Z Axis 
Rapid Feed W Axis 

m/min 
m/min 

10 
5 

Automatic Tool Changer (Optional) 
No of Tools Pcs 30/40 
Tools Shank 
Maximum Tool Diameter / 

 
mm 

BT – 50/8K 50 
125/250 

Adjacent Empty Pockets 
Maximum Tool Length 
Maximum Tool Weight 
Tool Change Time 

mm 
kgs 
Sec 

400 
20 
15 

Built in Facing Head (Optional) 
Diameter mm 

mm 
rpm 

630 
1000 
0-180 

Maximum facing diameter 
Speed 
Facing Slide Travel (U Axis) 
Accuracy 
Positioning Accuracy (X Y Z W 
Axis ) 

mm 
 
mm 

200 
 

0.02/1000 

Positioning Accuracy B Axis Degree ±5 Second 
Total Connected Load 
Machine Weight 
CNC Controller 

KVA 
Kgs 
FANUC 

70 
34000 

0i 
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Standard Accessories 

 Heavy Duty well stress relieved Cast Iron Structure (In House) 
 AC SERVO Spindle Drive 
 LM Guideways and Ball Screw for X Y Z W Axis 
 Centralized Automatic Lubrication System  
 External Coolant Equipment with Tank 
 Hand Held Unit 
 Machine Lamp and Signal Light  
 Electric Panel with Air Condition 
 Telescopic Cover for X and Z Axis Bellows for Y Axis  
 Laser Calibration in all Linear Axis 
 Hydraulic Clamping for Spindle Tool Clamping and Rotary Table  
 Hydraulic Indexing Pin for 4 x 90 Deg. Position 
 Geometric Test Confirm to DIN 8620 (Test Chart Attached) 
 Operating Tools 
 Leveling Pad and Foundation Bolt 
 Machine Manual 

 
Optional Accessories 

 Automatic Tool Changer 
 Coolant Through Spindle 
 Linear Scale for Axis 
 Auto Touch probe System / Tool Proke  
 Chip Conveyor 
 Coolant with Filtration System 
 Vertical Head Manual 
 Enclosure for Rotary Table  
 Universal Milling Head Manual 
 Facing Head 
 Boring Stay 
 Long Boring Bar 
 Angle Plate 
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 Units CNC HBM -130 
Spindle 
Spindle Dia  
Spindle Speed 

 
mm 
rpm 

 
130 

25-2500 
Spindle Taper - BT – 50 
Spindle Power 
Travel 
X –Axis Table Cross Travel 

Kw 
 
mm 

22/30 
 

2000 
Y –Axis Headstock Vertical Travel mm 2000 
Z–Axis Column Long Travel 
W–Axis Spindle Travel 

mm 
mm 

1400 
700 

Table 
Rotary Table (B – Axis) Degree / Resolution 360°(0.001°) 
Rotary Table Size 
Table Rotation Speed 
No of T Slot / Size  

Mm 
rpm 

2000 X 2000 
1.5 

9/28 
Feed 
Rapid Feed X Y Z Axis 
Rapid Feed W Axis 

m/min 
m/min 

10 
5 

Automatic Tool Changer (Optional) 
No of Tools Pcs 30/40 
Tools Shank 
Maximum Tool Diameter / 

 
mm 

BT – 50/8K 50 
125/250 

Adjacent Empty Pockets 
Maximum Tool Length 
Maximum Tool Weight 
Tool Change Time 

mm 
kgs 
Sec 

400 
20 
15 

Built in Facing Head (Optional) 
Diameter mm 

mm 
rpm 

630 
1000 
0-180 

Maximum facing diameter 
Speed 
Facing Slide Travel (U Axis) 
Accuracy 
Positioning Accuracy (X Y Z W 
Axis ) 

mm 
 
mm 

200 
 

0.02/1000 

Positioning Accuracy B Axis Degree ±5 Second 
Total Connected Load 
Machine Weight 
CNC Controller 

KVA 
Kgs 
FANUC 

70 
34000 

0i 
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Standard Accessories 

 Heavy Duty well stress relieved Cast Iron Structure (In House) 
 AC SERVO Spindle Drive 
 LM Guideways and Ball Screw for X Y Z W Axis 
 Centralized Automatic Lubrication System  
 External Coolant Equipment with Tank 
 Hand Held Unit 
 Machine Lamp and Signal Light  
 Electric Panel with Air Condition 
 Telescopic Cover for X and Z Axis Bellows for Y Axis  
 Laser Calibration in all Linear Axis 
 Hydraulic Clamping for Spindle Tool Clamping and Rotary Table  
 Hydraulic Indexing Pin for 4 x 90 Deg. Position 
 Geometric Test Confirm to DIN 8620 (Test Chart Attached) 
 Operating Tools 
 Leveling Pad and Foundation Bolt 
 Machine Manual 

 
Optional Accessories 

 Automatic Tool Changer 
 Coolant Through Spindle 
 Linear Scale for Axis 
 Auto Touch probe System / Tool Proke  
 Chip Conveyor 
 Coolant with Filtration System 
 Vertical Head Manual 
 Enclosure for Rotary Table  
 Universal Milling Head Manual 
 Facing Head 
 Boring Stay 
 Long Boring Bar 
 Angle Plate 
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